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Road base
Light Yellowish Brown Gravelly Lean Clay (CL)
(2.5Y 6/3) Stiff, dry, 60% clay, 30% siltstone and
claystone gravel, 10% silt (Fill)

Light Olive Brown Sandy Lean Clay with Gravel
(CL) (2.5Y 5/3) Stiff, dry, 60% clay, 20% fine to
coarse sand, 20% siltstone and claystone gravel

Light Olive Brown Sandy Lean Clay (CL) (2.5Y
5/3) Stiff, dry, 65% clay, 30% fine to coarse sand,
5% gravel

@ 11 ft.: Change to light olive brown (2.5Y 5/4),
soft, 65% clay, 30% fine to coarse sand, 5% silt

@ 13 ft.: Change to 60% clay, 30% fine to coarse
sand, 5% claystone and siltstone gravel, 5% silt

Light Olive Brown Sandy Lean Clay with Gravel
(CL) (2.5Y 5/4) Medium stiff, dry, 50% clay, 30%
fine to coarse sand, 15% siltstone and claystone
gravel, 5% silt (Fill)

@ 21 ft.: 5% soft black subrounded organic
debris

@ 23 ft.:  Trace roots, plant matter

@ 25.5 ft.:  Color change to Dark Gray (5Y 4/1)

@ 28 ft.:  Color change to light Olive Brown

@ 29.5 ft.:  Iron oxide staining

@ 31 ft.: Change to 45% clay, 30% sand, 20%
gravel, 5% silt
@ 32 ft.: Color change to Dark Gray (2.5Y 4/1),
mottled with Light Olive Brown (2.5Y 5/4)

6.5" DIA.
BOREHOLE: 0 to
65 ft.

2" DIA. SCHED.
40 PVC CASING:
0.7 to 44 ft.

BENTONITE-
CEMENT GROUT
SEAL: 0 to 38 ft.
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@ 35 ft.:  Change to Light Olive Brown

Dark Gray Silt (ML) (5Y 4/1) Very stiff, dry, 100%
silt
Olive Gray Sandy Lean Clay with Gravel (CL) (5Y
4/2) Soft, moist, 50% clay, 30% fine to coarse
sand, 25% gravel, 5% silt (Fill)
@ 42 ft.: Change to 50% clay, 25% sand, 20%
gravel, 5% silt

@ 44 ft.:  Change to wet

Light Olive Brown Sandy Lean Clay with Gravel
(CL) (2.5Y 5/3)  Soft, wet

@ 57.5 ft.:  Color change to Dark Gray (2.5Y 4/1)

@ 58.5 ft.: Color change to Light Olive Brown
(2.5Y 5/3)

Bottom of boring at 65 ft.

BENTONITE-
PELLET SEAL: 38
to 41 ft.

Medium Aquarium
SAND PACK: 41
to 65 ft.

2" DIA. SLOTTED
CASING: 44 to 64
ft.

BOTTOM WELL
CAP:  64.5 ft.
HOLE CLEANED
OUT to 65 ft.
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